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The 3M™ Supplied Air 3 Outlet Panel features 2-
stage fi ltration and is able to deliver regulated 
breathable compressed air to all 3M Supplied Air 
systems.  

 
 

Features 
 

 Compact  d imens ions  a l l ows  
wa l l  moun t ing  in  t igh t  spaces  

 Standard  wa l l  moun t  b racke t  
a l l ows  easy  ins ta l l a t i on  near  
l oca t ion  o f  use  

 Wide  appl ica t ion  

 Brea thab le  a i r  f i l t e rs  and  f i l t e r  
e lements  a re  su i tab le  fo r  use  
w i th  minera l  and  syn the t ic  o i l s  
p lus  o i l  f ree  compressed a i r  
app l ica t ions   

 

C a u t i o n :  These  f i l t e r  pane ls  w i l l  
no t  remove  cer ta in  t ypes  o f  gases  
inc lud ing  Carbon  Monox ide  (CO)  
and  Carbon  D iox ide  (CO2)  

 

 

Specifications 
 

 Max imum A i r  supp ly  990L /m in  
(35SCFM)  

 Max imum work ing  p ressure  145  
ps ig  (10Barg)  

 Max imum In le t  p ressure  145  
ps ig  (10Barg)  

 Threaded connec t ion  ½ inch  
NPT  

 Out le t  supp l ied  w i th  double  
ac t ion  CEJN f i t t i ngs  compat ib le  
w i th  3M A i r l i ne  b rea th ing  hoses  

 Recommended f i l t e r  rep lace-
ment  schedu le ;  Pa r t i cu la te  e le -
men t  1  year ,  Carbon  e lement  6  
mon ths  

Where  requ i red  by  supp ly  a i r  
qua l i t y ,  and  to  ex tend  f i l t e r  l i f e ,  
3M recommend a  wa te r  separa to r  
and  1  mic ron  par t i cu la te  f i l t e r  a re  
ins ta l l ed  p r io r  to  the  f i l t e r  pane l   

Warning: Breathing air systems are 
designed to offer the user protection 
in potentially harmful environments, 
as such it is imperative that these 
products are correctly installed, used 
and maintained by a competent per-
son in accordance with the manufac-
turer’s instructions and AS/NZS 
1715. 
 

©Copyright 3M Australia Pty. Limited 2006 
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Product Code 3M Order Code 

Wall mount Breathing Air Panel 901-00-47 AT019184335 

Optional accessories Length Product Code 3M Order Code 

AirLine Breathing hoses with 
CEJN Fittings – Approved to 
AS/NZS 1716 

7.5m 901-00-56 AT019165714 

10m 901-00-55 AT019165706 

15m 901-00-54 AT019165698 

Spare Parts Product code 3M Order Code 
Coalescing Element 901-00-50 AT019165854 

Carbon Element 901-00-49 AT019165847 
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