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NOTE: When applying pressure sensitive adhesive tapes, do not touch adhesives, ensure that surfaces
are free from oil or other surface contaminants such as powder, dust or release agents.

All information and recommendations issued on HUSKY TAPE CONVERTING products, has been based on
research and is believed to be reliable, but does not constitute a warranty. All HUSKY TAPE CONVERTING

products are sold with the understanding that the buyer will independently determine the suitability of the product
for the buyer’s purpose.

MP250908

450 NON SKID TREAD TAPE
Self adhesive anti-slip coated PVC.

Product Features:
* Helps prevent slips, falls, and accidents.
* Improves safety and performance in work areas.
* Ideal for areas subject to moisture.
* Easy application, self adhesive - peel off liner and apply to surface.
* Available in sheets, rolls and ied-cut pieces.

Product Specifications:
* Adhesive:
* Backing:
* Total thickness:
* Liner:
* Colours:

* Tensile strength:
* Adhesion to steel:
* Temperature resistance:
* Water resistance:
* Material grade:
* Grit materials:
* Maximum width:

Product Specifications:
Acrylic
PVC
0.80mm
White paper
Black, white, yellow, clear,
Black/yellow diagonal stripe.
6kg per 25.4mm
1.5kg per 25.4mm
60 deg C.
Good
60 grit
Aluminium oxide and Silicone carbide
1000mm

Applications:
* Use on stairs, ladders, trucks and work vehicles.
* Sports and recreational equipment.
* For best reults, surfaces should be clean and dry.


